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TEST REPORT ON SCRATCH RESISTANCE

Client Hesse Lignal Middle East
Project Name N.G t.ab Report No. WD-R-231005-0522
Sample Description uﬁf e Perfect-Top /HDE 54000 Dull Regquest No. WD-Q-231005-0165
Source N.G Sample No. WD-S-231005-0508
Substrate Used Wood Wimpey Ref No 23100530
Thickness of coating | N.G Date Received 05/10/2023
Scratch Stylus used | Scratch Stylus B Curing period N.G
Test Method ISO 1518-1:2019 Date Tested 10/10/2023
Client Reference N.G Date Reported 10/10/2023
Tested By SA
Test Results
Test Observation Results

No signs of penetration of coating observed at 5N

(500g) load Faes

Scratch Resistance

Remarks: None.
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Test résuits relate only to the samples tested

This report shall not be reproduced except in full, without the written approval of the laboratory.
-End of text-

sasiall Loadl ollea¥) © s ® MYYYVA e ® +AVY £ YYIOY-A: uSLe ¢ AV §YYVYIYY : il
TEL : +971 4 3273123 « FAX: +9714 2365308 « PO.BOX : 123279 « DUBAI » UNITED ARAB EMIRATES
F_mail" infa dxh@wimnevlab.com Website: www.wimpeylab.com



